## Fast Ethernet Unmanaged Switch

**MODEL CODE**  | **TYPE**  
--- | ---  
SMCFS1601 | 16 Port 10/100 Rackmount Switch  
SMCFS2401 | 24 Port 10/100 Rackmount Switch  

### 10/100Mbps Unmanaged Fast Ethernet Rackmount Switch

**FEATURES**
- SMC Green Saving Technology
- Power saving by auto-detection of active ports
- Power saving by cable length Auto-Detection
- Filtering and forwarding at full wire speed on all ports
- Automatic address learning
- Plug and play
- Supports Auto-MDI/MDI-X on all ports
- Internal power supply
- 2 Year Warranty

---

**MODEL CODE**  | **TYPE**  
--- | ---  
SMCFS501 | 5 Port 10/100 Desktop Switch  
SMCFS801 | 8 Port 10/100 Desktop Switch  

### 10/100Mbps Unmanaged Fast Ethernet Desktop Switch

**FEATURES**
- Supports Auto-MDI/MDI-X on all ports
- Extensive front-panel diagnostic LEDs
- Provides Store-and-Forward architecture and full wire speed forwarding and filtering rates
- All UTP Ports support full/half duplex modes
- All UTP Ports support 10/100Mbps (Auto negotiation)
- Complies with the IEEE 802.3 Ethernet, IEEE 802.3u Fast Ethernet Standards
- Supports flow control: back pressure for half-duplex mode, IEEE802.3x for full-duplex mode
- External power supply
- 2 Year Warranty

---

**MODEL CODE**  | **TYPE**  
--- | ---  
SW1016R | 16 Port 10/100 Rackmount Switch  
SW1024R | 24 Port 10/100 Rackmount Switch  

### 10/100Mbps Unmanaged Fast Ethernet Rackmount Switch

**FEATURES**
- Supports Auto-MDI/MDI-X on all ports
- Complies with IEEE 802.3, 802.3u, 802.3x and 802.3az standards
- Provides Store-and-Forward architecture and full wire speed forwarding and filtering rates
- Supports IEEE 802.3az energy efficient Ethernet
- Extensive front-panel diagnostic LEDs
- 2 Year Warranty

---

**MODEL CODE**  | **TYPE**  
--- | ---  
SW3305P | 5 Port 10/100 Desktop Switch  
SW3308P | 8 Port 10/100 Desktop Switch  
SW3316P | 16 Port 10/100 Desktop Switch  

### 10/100Mbps Unmanaged Fast Ethernet Desktop Switch

**FEATURES**
- Supports Auto-MDI/MDI-X on all ports
- Extensive front-panel diagnostic LEDs
- Provides Store-and-Forward architecture and full wire speed forwarding and filtering rates
- All UTP Ports support full/half duplex modes
- All UTP Ports support 10/100Mbps (Auto negotiation)
- Complies with the IEEE 802.3 Ethernet, IEEE 802.3u Fast Ethernet Standards
- Supports flow control: back pressure for half-duplex mode, IEEE802.3x for full-duplex mode
- External power supply
- 2 Year Warranty