Standalone Network Video Recorders

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>S5040</td>
<td>4 Camera</td>
</tr>
<tr>
<td>S5080</td>
<td>8 Camera</td>
</tr>
</tbody>
</table>

**FEATURES**
- True standalone NVR
- Supports up to 2 SATA HDDs, purchased separately
- Full HD 1080p 30fps real-time recording for each channel
- Full HD 1080p local display and 30fps real-time decoding for live view and playback
- Smart streaming technology for high quality recording and low bandwidth remote viewing
- PC-less! Support local configuration, live and playback
- Easy export via USB or network
- HDMI and VGA dual video output
- 2-way audio, alarm inputs and alarm outputs
- Dual ethernet ports, isolated local network environment for IP cameras
- CMS supports up to 128 cameras (S5080) and 64 cameras (S5040)
- Remote access through web browser, CMS software and iOS/Android apps
- Plug-n-play auto camera installation
- 2 Year Warranty

**Gigabit PoE/PSE Fibre Media Converter**

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>CONNECTOR</th>
<th>DISTANCE</th>
</tr>
</thead>
<tbody>
<tr>
<td>WPC-3012BTFC</td>
<td>SC</td>
<td>Multi-mode 2KM</td>
</tr>
<tr>
<td>WAP-PW-48J90</td>
<td>48V/90W Power Adapter</td>
<td></td>
</tr>
</tbody>
</table>

**FEATURES**
- 1000Base-FX
- IEEE 802.3at PoE/PSE
- Link Alarm
- DIN RAIL/Wall mounting installation
- Operating temperature -20º - 60º
- Power adapter purchased separately

**Fast Ethernet PoE/PSE Fibre Media Converter**

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>CONNECTOR</th>
<th>DISTANCE</th>
</tr>
</thead>
<tbody>
<tr>
<td>WPC-2012BTFC</td>
<td>SC</td>
<td>Multi-mode 2KM</td>
</tr>
<tr>
<td>WAP-PW-48J90</td>
<td>48V/90W Power Adapter</td>
<td></td>
</tr>
</tbody>
</table>

**FEATURES**
- 100Base-FX
- IEEE 802.3at PoE/PSE
- Link Alarm
- DIN RAIL/Wall mounting installation
- Operating temperature -20º - 60º
- Power adapter purchased separately

Full product datasheets available at www.dynamix.co.nz