### IP Rated Networking Solutions

The IPR range of networking solutions provide you a solution where exposure to liquid or dust would likely occur.

Being IP67 rated means being totally protected against dust and protected against the effect of immersion in water depths between 15cm and 1m for 30 minutes.

#### IP Rated Face Plate

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>IPR-1P</td>
<td>1 Port</td>
</tr>
<tr>
<td>IPR-2P</td>
<td>2 Port</td>
</tr>
<tr>
<td>IPR-4P</td>
<td>4 Port</td>
</tr>
</tbody>
</table>

**FEATURES**
- Stainless steel
- Rubber seal on back

#### IP Rated CAT6 Patch Leads

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>LENGTH</th>
</tr>
</thead>
<tbody>
<tr>
<td>IPR-C6-1</td>
<td>1M</td>
</tr>
<tr>
<td>IPR-C6-2</td>
<td>2M</td>
</tr>
<tr>
<td>IPR-C6-3</td>
<td>3M</td>
</tr>
<tr>
<td>IPR-C6-5</td>
<td>5M</td>
</tr>
</tbody>
</table>

**FEATURES**
- IP67 Rated
- Protective boot
- Black colour

#### IP Rated CAT6 Shielded Jack

**MODEL CODE**
- IPR-C6J

**FEATURES**
- DYNAMIX IP rated Cat6 shielded keystone jack with dust cap

#### IP Rated CAT6 Shielded Joiner

**MODEL CODE**
- IPR-C6C

**FEATURES**
- DYNAMIX IP rated Cat6 shielded joiner with dust cap

#### Waterproof Patch Lead Assembly Kit

**MODEL CODE**
- IPR-WAK

**FEATURES**
- DYNAMIX waterproof assembly kit for making IP rated patch leads

#### IP Rated Surface Mounting Box

**MODEL CODE**
- IPR-MB

**FEATURES**
- DYNAMIX IP rated surface mounting box