### SATA CABLES / ADAPTERS

#### SATA3 Data Cable
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Length</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-SATA3</td>
<td>50cm</td>
</tr>
<tr>
<td>C-SATA3-20</td>
<td>20cm</td>
</tr>
<tr>
<td>C-SATA3-R</td>
<td>52cm right angled</td>
</tr>
<tr>
<td>C-SATA3-R100</td>
<td>1M right angled</td>
</tr>
</tbody>
</table>

Serial ATA internal data cable with locking connectors 6GBs

#### Mini SATA3 Data Cable
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Length</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-MSATA3-50</td>
<td>50cm</td>
</tr>
<tr>
<td>C-MSATA3-100</td>
<td>1M</td>
</tr>
</tbody>
</table>

Mini serial ATA internal data cable with locking connectors 6GBs

#### SATA to ESATA Slot Cable
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Length</th>
</tr>
</thead>
<tbody>
<tr>
<td>SATA-SLOT2</td>
<td>28cm</td>
</tr>
</tbody>
</table>

Converts 2x internal SATA2 connectors to 2x external SATA connectors

#### IDE to SATA Converter
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-CNV300</td>
<td>Bi-directional SATA converter</td>
</tr>
</tbody>
</table>

Adapter converts IDE to SATA or SATA to IDE by sliding switch

#### SATA Power Adapter
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-SATAP01</td>
<td>Power adapter SATA 15P male to standard Molex 4P female</td>
</tr>
</tbody>
</table>

#### Serial ATA Power Cable/Splitter
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-SATAPC</td>
<td>Molex 4 Pin to SATA</td>
</tr>
<tr>
<td>C-SATAPC02</td>
<td>Molex 4 Pin to 2 x SATA</td>
</tr>
</tbody>
</table>

15cm Power splitter / adapter

#### Serial ATA Power Cable/Splitter
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-SATAPC03</td>
<td>SATA 15P to 2 x Molex 4 Pin</td>
</tr>
<tr>
<td>C-SATAPC04</td>
<td>SATA 15P to 2 x SATA 15P Female</td>
</tr>
</tbody>
</table>

15cm Power splitter / adapter

#### ESATA Data Cable
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Length</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-ESATA-1</td>
<td>1M ESATA/ESATA</td>
</tr>
<tr>
<td>C-ESATAIN-1</td>
<td>0.5M ESATA/SATA</td>
</tr>
</tbody>
</table>

Connects external SATA devices to external SATA ports

#### Serial ATA3 Data Cable
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Length</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-SATA3</td>
<td>50cm</td>
</tr>
<tr>
<td>C-SATA3-20</td>
<td>20cm</td>
</tr>
<tr>
<td>C-SATA3-R</td>
<td>52cm right angled</td>
</tr>
<tr>
<td>C-SATA3-R100</td>
<td>1M right angled</td>
</tr>
</tbody>
</table>

Serial ATA internal data cable with locking connectors 6GBs

#### Mini SATA3 Data Cable
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Length</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-MSATA3-50</td>
<td>50cm</td>
</tr>
<tr>
<td>C-MSATA3-100</td>
<td>1M</td>
</tr>
</tbody>
</table>

Mini serial ATA internal data cable with locking connectors 6GBs

#### IDE to SATA Converter
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-CNV300</td>
<td>Bi-directional SATA converter</td>
</tr>
</tbody>
</table>

Adapter converts IDE to SATA or SATA to IDE by sliding switch

#### SATA Power Adapter
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>A-SATAP01</td>
<td>Power adapter SATA 15P male to standard Molex 4P female</td>
</tr>
</tbody>
</table>

#### Serial ATA Power Cable/Splitter
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-SATAPC</td>
<td>Molex 4 Pin to SATA</td>
</tr>
<tr>
<td>C-SATAPC02</td>
<td>Molex 4 Pin to 2 x SATA</td>
</tr>
</tbody>
</table>

15cm Power splitter / adapter

#### Serial ATA Power Cable/Splitter
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-SATAPC03</td>
<td>SATA 15P to 2 x Molex 4 Pin</td>
</tr>
<tr>
<td>C-SATAPC04</td>
<td>SATA 15P to 2 x SATA 15P Female</td>
</tr>
</tbody>
</table>

15cm Power splitter / adapter

#### Molex Power Splitter
<table>
<thead>
<tr>
<th>Model Code</th>
<th>Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>C-PLFDD529</td>
<td>Molex 4P/2x Molex 4P</td>
</tr>
</tbody>
</table>

Y power cables allow one 5.25 power source to be split into two (length 140mm)