# USB TO SATA ADAPTERS / EXTERNAL HDD ENCLOSURES

## USB 3.0 to SATA 3 Adapter

**MODEL CODE**

C-U3SATA01

**FEATURES**

- Compliant with USB 3.0 Super-Speed (5Gbps), USB 2.0 Hi-Speed (480Mbps), USB 1.1 Low-Speed (1.5Mbps)
- SATA 3 (6Gbps), SATA 2 (3 Gbps) & SATA 1 (1.5 Gbps) HDD
- One Touch Back-up
- Supports XP / VISTA / Windows 7 (32/64 bit) / Windows 8

## USB 3.0 SATA 2 External HDD Enclosure 3.5”

**MODEL CODE**

EE-U3-350S

**TYPE**

3.5” USB 3.0

**FEATURES**

- USB 3.0 (5Gbps) and High-Speed (480Mbps) transfer rate
- 3.5” HDD supports up to 2TB
- Aluminium housing protects and cools the hard drive
- No fan - ultra quiet
- Plug and play

## USB 3.0 SATA 2 External HDD Enclosure 2.5”

**MODEL CODE**

EE-U3-250S

**TYPE**

2.5” USB 3.0

**FEATURES**

- USB 3.0 (5Gbps) and High-Speed (480Mbps) transfer rate
- 2.5” HDD supports up to 1TB
- Aluminium housing protects and cools the hard drive
- No fan - ultra quiet
- Plug and play
- No external power required
- Supports Windows XP/Vista/W7

## USB 2.0 to IDE & SATA Device

**MODEL CODE**

Y-1031

**FEATURES**

- USB 2.0 specification compliant
- SATA II (Serial ATA II) version 1.0a compliant
- One touch backup function
- Dual-head IDE connector (40pin and 44pin) plus one SATA II connector
- Support SATA 2.5” / 3.5” HDD, IDE 2.5” / 3.5” HDD
- Operate with one IDE and one SATA HDD simultaneously
- Plug and play, hot swappable
- Supports Windows 2000 / XP / VISTA / Windows 7 (32/64 bit) / Windows 8 Server 2003 / Vista / Win 7

## USB 2.0 to IDE & SATA Device

**MODEL CODE**

Y-1031

**FEATURES**

- USB 2.0 specification compliant
- SATA II (Serial ATA II) version 1.0a compliant
- One touch backup function
- Dual-head IDE connector (40pin and 44pin) plus one SATA II connector
- Support SATA 2.5” / 3.5” HDD, IDE 2.5” / 3.5” HDD
- Operate with one IDE and one SATA HDD simultaneously
- Plug and play, hot swappable
- Supports Windows 2000 / XP / VISTA / Windows 7 (32/64 bit) / Windows 8 Server 2003 / Vista / Win 7

---

**USB TO SATA ADAPTERS / EXTERNAL HDD ENCLOSURES**

166