IP Camera

**Network IP Camera**

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>LAN-IPCAM06</td>
<td>Wired Network IP Camera</td>
</tr>
<tr>
<td>LAN-IPCAM07</td>
<td>Wireless Network IP Camera</td>
</tr>
</tbody>
</table>

**Features**

- View live, full motion video using any web browser
- Embedded operating system
- Built-in motion detection and recording software
- Instant event-triggered e-mail notification
- Supports up to 100 user simultaneously
- Transmits live images to any web page for online promotions
- Power over ethernet ready
- Plug and play
- Lifetime Warranty

**Specifications**

- Built-in web server and motion detection
- Event-triggered recording software
- Event-triggered e-mail notification
- 30 frames per second full motion video
- Up to 100 simultaneous users
- Power Over Ethernet Ready
- Password protected user access
- Input to trigger external events
- Configurations for image and security settings
- Built-in Linux operating system
- Firmware upgrade via Internet

**Network**

- Standard RJ45 twisted pair cable
- Integrated HTTP and FTP servers
- Protocol supports: TCP/IP, UDP, ARP, FTP, HTTP, PING (Option) POP3, SMTP, SNMP, MIBII, Proxy Agent, SOCKP, DHCP, DNS, Telnet, etc.

**System Requirements**

- Windows 88 or higher, NT, Linux, Unix, and Mac
- Internet Explorer 4.0 or higher or Netscape Navigator 6.0 or higher

**Image Compression**

- Resolution: 640x480, 320x240, 160x120. 10 levels of JPEG image compression. Powerful video compression: High 80:1, Low 3:1