## Video Extender

### VGA CAT5 Extender

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>EV214</td>
<td>Video Extender (Transmitter and Receiver)</td>
</tr>
</tbody>
</table>

The Video Extender links a transmitter connected by Category 5 UTP/STP cable to a receiver to extend the distance between the PC and a remote monitor up to 150m

#### FEATURES
- Ultra compact
- Extend VGA signals for up to 150m
- Use CAT5 cables for easy installation
- Support resolution 1024 x 768
- Local unit supports two VGA outputs
- Remote unit supports two VGA outputs
- Cable distance Category : 5 STP up to 130m
- Power consumption : DC 9V 1.7W
- Housing : Metal
- Weight : 240g
- Dimensions (L x W x H) : 119 x 86 x 58 mm
- 1 Year Warranty

### VGA + AUDIO CAT5 Extender

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>EVA214</td>
<td>Video &amp; Audio Extender (Transmitter and Receiver)</td>
</tr>
</tbody>
</table>

The Video and Audio Extender links a transmitter connected by Category 5 UTP/STP cable to a receiver to extend the distance between the PC and a remote monitor up to 150m

#### FEATURES
- Ultra compact
- Extend VGA+ Audio signals for up to 150m
- Use CAT5/CAT5e/CAT6 cables for easy installation
- Support resolution 1024 x 768
- Local unit supports two VGA+ Audio source outputs
- Remote unit supports two VGA+ Audio extension outputs
- For broadcast, demo, exhibit
- 1 Year Warranty

### VGA to TV Converter

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>VC1024</td>
<td></td>
</tr>
</tbody>
</table>

The VC1024 video converter accepts graphic data from a PC’s VGA port and converts it into a format suitable for TV, VCR or Projector (Composite, S-VHS & analog RGB for SCART implementations).

#### FEATURES
- True Plug & Play, no software drivers required
- Compatible with any PC or Mac with VGA video output
- Scan rates up to 100Hz are supported for 640x480 resolution, 85Hz@800x600, 75Hz@1024x768 and up to 60Hz@1152x864
- True colour quality
- Simultaneous display both on TV screen and PC monitor
- Supports NTSC, PAL and SECAM video systems (SECAM system displayed by analog RGB output port)
- On Screen Display (OSD) function
- Full-screen Horizontal/Vertical Scaling
- Horizontal/Vertical picture positioning
- TV brightness control
- TV sharpness control
- 8-Level flicker control
- Freeze function
- Auto-Save for screen position, brightness, sharpness
- Remote control included
- 1 Year Warranty