AUDIO CABLES ROLLS

High Performance Speaker Cable

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>LENGTH</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>CA-1450-2</td>
<td>50M</td>
<td>14AWG 2 core</td>
</tr>
<tr>
<td>CA-1650-2</td>
<td>50M</td>
<td>16AWG 2 core</td>
</tr>
<tr>
<td>CA-1450-4</td>
<td>50M</td>
<td>14AWG 4 core</td>
</tr>
<tr>
<td>CA-1650-4</td>
<td>50M</td>
<td>16AWG 4 core</td>
</tr>
</tbody>
</table>

**FEATURES**
- CA-1650-2
  - 2 core 16 gauge
  - 2 conductor 16 AWG audio cable
  - 7.5mm diameter
  - (7/17 strands of 0.12BC) x 2 core + cotton yarn insulation
- CA-1650-4
  - 4 core 16 gauge
  - 4 conductor 16 AWG audio cable
  - 8.5mm diameter
  - (7/17 strands of 0.12BC) x 4 core + cotton yarn insulation
- CA-1450-2
  - 2 core 14 gauge
  - 2 conductor 14AWG audio cable
  - 8.5mm diameter
  - (7/17 strands of 0.12BC) x 2 core + cotton yarn insulation
- CA-1450-4
  - 4 core 14 gauge
  - 4 conductor 14AWG audio cable
  - 10mm diameter
  - (7/17 strands of 0.12BC) x 4 core + cotton yarn insulation

Crosstalk is reduced by the internal cotton strand padding.

Transparent Dual Speaker Cable

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>LENGTH</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>CA-SPK14-50</td>
<td>50M</td>
<td>14AWG</td>
</tr>
<tr>
<td>CA-SPK14-30</td>
<td>30M</td>
<td>14AWG</td>
</tr>
</tbody>
</table>

**FEATURES**
- Highly pure multi-strand bare copper (BC) wires are stranded to produce low inductance and capacitance, extremely low distortion, wide dynamic range and high sound quality.

**SPECIFICATIONS**
- 14 AWG
- Jacket Size: 5mm diameter, Transparent PVC
- Description: 7/26 strands of 0.12BC + 7/26 strands of 0.12BC
- Length: 30 & 50M

Ribbon Speaker Cable: Braided

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>LENGTH</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>CA-25BF-50</td>
<td>50M</td>
<td>2.5mm2</td>
</tr>
<tr>
<td>CA-25BF-30</td>
<td>30M</td>
<td>2.5mm2</td>
</tr>
</tbody>
</table>

**FEATURES**
- Highly pure silver plated copper (SPC) wires are stranded to cut down inductance and capacitance. The cable has the characteristics of extremely low distortion, high conductivity and clear sound, all of which can enhance the surrounding effects of speakers.
- The flat design enables it to be installed under carpet.

**SPECIFICATIONS**
- Area: 2.5mm2
- Jacket Size (mm): 3.0 x 6.5 x 2F, Transparent PVC
- Description: 9/12 strands of 0.12SPC + 9/12 strands of 0.12SPC
- Length: 30 & 50M