ENTRY LEVEL WEB CAMERA

Entry Level Web Camera

MODEL CODE

CAM115

Specifications

GENERAL
- Resolution: true 100k-pixel resolution (software interpolated to 300k-pixel)
- CIF CMOS sensor
- USB 1.1 interface
- Bus powered
- Lens: F2.2 1/4-inch lens with focus ring
- Focus distance: 30 mm to infinity
- Min. illumination: 2.5 lux
- Viewing angle: 55 degree horizontal
- Camera controls: Saturation, Contrast, Sharpness
- Transmission speed: 320 x 240 at 30 fps; 640 x 480 at 15 fps
- Built-in image compression
- Color compensation: automatic and manual
- White balance: automatic and manual
- File formats: AVI, JPG, BMP
- Operational temperature: 0 – 40°C
- Storage temperature: -20 – 60°C
- Imperial dimensions:
  - Overall: 6 x 1.5 x 3.25 in. (L x W x H)
  - Cable length: 56 in.
- Metric dimensions:
  - Overall: 15.25 x 3.8 x 8.25 cm (L x W x H)
  - Cable length: 142.25 cm
- Weight (imperial): 2.4 oz.
- Weight (metric): 68 g

SYSTEM REQUIREMENTS
- IBM PC-compatible computer or notebook with USB port
- Pentium 200 or higher CPU
- Windows 98SE/Me/2000/XP
- 20 MB of HDD space
- CD-ROM drive
- VGA display card for DirectX

PACKAGE CONTENTS
- Mini Cam
- User manual
- Driver/application CD