**PRO Outdoor Day/Night Camera**

**MODEL CODE**

CCTVLIH88IDN

**FEATURES**
- Outdoor IR Camera with Fan & Heater
- 1/3" SONY Super HAD CCD 540TVL
- 9-22mm Varifocal Lens
- IR Distance 60–80M
- Auto IR Cut Filter
- Built-in Multi language OSD Menu
- Double Ring Design avoids IR reflection
- Electronic Shutter Adjustable
- IP66 Weatherproof (Heater & Fan Built Inside)
- Anti Lightning Strike Design (Surge Protection)
- 12V DC 450mA max (IR ON)

**In/Outdoor Varifocal Day/Night Camera**

**MODEL CODE**

CCTVLIDO88ADN

**FEATURES**
- 1/3" SONY Super HAD CCD 540TVL
- Metal Casing (Vandal Proof)
- IR Distance 20–30M
- 4–9mm Varifocal Lens
- Auto IR Cut Filter
- Double Ring Design avoids IR Reflection
- 3 Axis Gimbal bracket
- External Focus & Zoom Adjustment
- IP 66 Weather Proof
- Anti Lightning Strike Design (Surge Protection)
- 12V DC 450mA Max (IR ON)

**Indoor/Outdoor IR Camera**

**MODEL CODE**

CCTVLID82A36

**FEATURES**
- 1/3" SONY Super HAD CCD 420TVL
- Metal Casing (Vandal Proof)
- Fixed 3.6mm Lens
- IR Distance 15M
- Double Rings Design Avoids IR reflection
- 3 Axis Gimbal bracket
- IP 66 Weather Proof
- Anti Lightning Strike Design (Surge Protection)
- 12VDC 400mA Max (IR ON)

**Outdoor Varifocal Camera**

**MODEL CODE**

CCTVJS88IDN

**FEATURES**
- 1/3" SONY Super HAD CCD 540TVL
- 4–9mm Varifocal Auto ICR Lens
- IR Distance 20–30M
- IR Cut Filter
- Cable Management bracket with 3 Axis Gimbal
- Easy Setup OSD Menu & External Zoom/Focus Adjustment
- 12V DC 500mA Max (IR ON)

**Outdoor IR Camera**

**MODEL CODE**

CCTVLIJ82A36

**FEATURES**
- 1/3" SONY CCD 420TVL
- Fixed 3.6mm Lens
- IR Distance: 10–15m (24 pieces IR LED)
- Double Rings Design Avoids IR reflection
- IP66 Weatherproof
- Anti Lightning Strike Design (Surge Protection)
- 12VDC 300mA Max (IR ON)

**Indoor Dome Camera**

**MODEL CODE**

CCTVD82C36

**FEATURES**
- 1/3" SONY Super HAD CCD 420TVL
- Fixed 3.6mm Lens
- Min. Illumination 0.5Lux / F1.2
- Auto White Balance and Gain Control
- 12V DC 150mA Max