### Tone Generator & Probe

**FEATURES**

**Net Toner**
- Toner frequency:
  - High: alternating 500-781 Hz
  - Low: alternating 446-657 Hz
- Talk battery: 9 V into a 600-Ohm circuit
- Voltage protection: 50 V DC or 24 V AC
- Battery: 9V DC standard or alkaline
- CE approved: EN 55022 Class B for ITE and EN 55024
- Size: 125 (L) x 68 (W) x 26 (H) mm (4.9 x 2.7 x 1.2 in.)
- Weight: 120 g (0.37 lbs.)

**Net Probe**
- Gain: 30 db
- Tip resistance: 30 Ohms (plastic tip)
- Battery: 9 V DC standard or alkaline
- CE approved: EN 55022 Class B for ITE and EN 55024
- Size: 210 (L) x 40 (W) x 28 (H) mm (8.1 x 1.6 x 1 in.)
- Weight: 140 g (0.30 lbs.)

**Environmental**
- Operating temperature: 0 – 40°C (32 – 104°F)
- Package Contents

**Net Probe**
- Net Toner with alligator clips and RJ12 connector
- Female F connector to RJ45 adapter
- Carrying pouch
- User manual

---

### CT-TONE

**MODEL CODE**

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>CT-TONE</td>
<td>RJ-11 &amp; RJ45 alligator clip connectors</td>
</tr>
</tbody>
</table>