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Function EZ-101
Computer 
(Server) 
Side

Video HDB15 male
Keyboard (emulated) USB or PS/2
Mouse (emulated) USB or PS/2

Console 
Side

Video Laptop (or PC) Screen
Keyboard and Mouse Laptop (or PC) Keyboard

Laptop (or PC) Touch Pad
USB Keyboard / Mouse

Or
Wireless Keyboard / Mouse

Video Transmission USB 2.0 (480 Mbps)
Max. Resolution WUXGA (1920 x 1200)

Full HD (1920 x 1080)
LEDs Video Signal OK

Keyboard / Mouse Status
USB Status

Power Self Powered
Dimensions (H x W x D) 24 x 80 x 115 mm
Weight 320g

Laptop

USB or PS/2 Console KVM Switch

OR

USB or PS/2 Server

Console Port

EZ-101

USB A-B Cable

USB Port for USB KB/MS

Console Side

Computer Side

No drivers needed

● No drivers needed or software required on 
   the diagnosed Server /PC (Computer Side)
● BIOS Level Management
● View the video produced by a server on 
   your laptop screen without rebooting the 
   server or changing it in any way
● Emulated keyboard and mouse allow you 
   to interact with the server as a window on 
   your laptop
● Self powered
● Support either USB or PS/2 server
● Support either USB or PS/2 KVM switch 
● Wireless keyboard and mouse supported
● USB stick compartment design allows you 
   to plug the USB stick of wireless keyboard 
   / mouse underneath the unit with a cover 
   and free to carry around, enjoying the fully 
   wireless control
● Graphical User Interface (GUI) for easy 
   and friendly operations
● Real-time video scaling allows you to 
   always see the entire screen evn on small 
   laptop displays
● Alternative solution for Crash Cart
● Support up to Full HD / 1920 x 1200

EZ-101EZ-101
Easy Console Box

Specifications Features

Wireless
Keyboard & Mouse Combo


