## USB 2.0 to 10/100 Mbps Ethernet Converter

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>LAN-EU4207</td>
<td>USB 2.0 to 10/100 Mbps Ethernet Converter</td>
</tr>
</tbody>
</table>

**FEATURES**
- Complies with USB 2.0 and USB 1.1 specifications
- Compatible with IEEE 802.3 (10Base-T) and 802.3u (10Base-TX) and T4 standards
- Single chip USB to 10/100 Mbps Fast Ethernet controller
- Embedded 20KB SRAM for RX packet buffering
- Supports both full-duplex and half-duplex operations
- Supports suspended mode and remote wake-up
- Powered by USB port
- Equipped with diagnostic LEDs
- Plug and play
- PHY power down mode for power saving
- Compatible with Windows 2000/XP/Vista/Mac OS 10.1 & above

## Serial to Ethernet Adapter

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>SCSN-011</td>
<td>IP Serial Server</td>
</tr>
</tbody>
</table>

**FEATURES**
- External Serial to Ethernet solution
- Built-in web page for easy configuration and operation
- Supports 10/100 Mbps Ethernet
- Supports RS-232, RS-422 and RS-485 serial interface
- Supports LAN and WAN communications
- In Server mode, supports individual client sessions for security
- Management access password protected

## Mega Pixel Day and Night Pan / Tilt IP Camera

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>LAN-IC7010PT</td>
<td>Wired, Pan/Tilt Camera</td>
</tr>
<tr>
<td>LAN-IC7010PTN</td>
<td>Wireless 802.11n Pan/Tilt Camera</td>
</tr>
</tbody>
</table>

**FEATURES**
- 1.3 Mega Pixel CCD for High Quality Images and Streaming
- 11pcs IR Led for Day and Night operation, IR on below 2Lux
- Supports MPEG4 and M-JPEG video streaming
- Supports motorized Pan/Tilt with a viewing angle (±355° horizontally and ±120° vertically)
- Supports multiple profile to output MPEG4 and M-JPEG at the same time
- Built-in SDHC/SD card slot
- Supports multi area motion detection & snapshot to email & FTP
- Supports two-way audio
- Supports pre-recording + post-recording up to 5 seconds for the triggered event
- Includes 16-channel view and record utility to view up to 16 cameras simultaneously
- 2 Year Warranty