**Gigabit Layer 2 PoE**

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>SMC8124PL2</td>
<td>24 Port Gigabit PoE + 2 Mini GBIC Ports</td>
</tr>
<tr>
<td>SMC1G6MM</td>
<td>1 Port Gigabit Mini GBIC Multi-mode LC Module</td>
</tr>
<tr>
<td>SMC1GSM</td>
<td>1 Port Gigabit Mini GBIC Single-mode LC Module</td>
</tr>
</tbody>
</table>

Standalone 24 port 10/100/1000 Managed Layer 2 switch with PoE including 2x Gigabit SFP Combo Ports

**FEATURES**

- 24 Port 10/100/1000 with PoE + 2 Gigabit SFP Combo Ports
- Supports IEEE802.3af power over ethernet on all ports
- High-gigabit port density in a small footprint
- Supports IP Clustering
- VLAN with QVRP
- IGMP Snooping
- MultiLink Trunking with LACP
- Comprehensive security support
- 3 Year Warranty

**Gigabit Layer 2 PoE - Smart Managed**

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>SMCCS8P</td>
<td>8 Port Gigabit POE + 1 Mini GBIC Port</td>
</tr>
<tr>
<td>SMC1G6MM</td>
<td>1 Port Gigabit Mini GBIC Multi-mode LC Module</td>
</tr>
<tr>
<td>SMC1GSM</td>
<td>1 Port Gigabit Mini GBIC Single-mode LC Module</td>
</tr>
</tbody>
</table>

8 Port PoE Smart Gigabit Switch w/ 1 Combo SFP uplink. QoS, VLAN and PoE web configuration

**FEATURES**

- 10/100/1000 Gigabit Copper Ports and 1 combo ports (RJ-45/SFP)
- PoE on non-Combo Copper ports
- Smart Web Management
- Flexible QoS
- Configurable 802.1Q VLAN
- Static Link Aggregation
- Cable Diagnostics
- Auto-MDIX ports
- Compact chassis size
- Rack mountable, brackets included
- 3 Year Warranty

**Gigabit Layer 2 Desktop**

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>SWH3614SFP</td>
<td>12 Port Gigabit + 2 Mini GBIC Ports</td>
</tr>
<tr>
<td>SMC1G6MM</td>
<td>Gigabit Mini GBIC Multi-mode LC Module</td>
</tr>
<tr>
<td>SMC1GSM</td>
<td>Gigabit Mini GBIC Single-mode LC Module</td>
</tr>
</tbody>
</table>

12 Port Gigabit Managed Switch with 2 Combo SFP Uplink Ports

**FEATURES**

- Comply with IEEE 802.3 10BASE-T, 802.3u 100Base-TX, 802.3ab 1000Base-T & 802.3z 1000Base-X standards
- Comply with Metro Ethernet MEF9 UNI standard
- Two 1000Base-X SFP Slots
- Support Web management
- Comply with IEEE 802.1q Priority
- Comply with IEEE 802.1q Tag VLAN
- Support jumbo frame on all ports up to 9k size
- Support QoS Classification based on IEEE 802.1p and DSCP
- Support Provider bridging with multiple VLAN tags (Q-in-Q)
- Support Rate Limit Control
- Support SNTP Time Server
- Support DHCP client and provision server
- Support Radius Authentication
- 2 Year Warranty