Network IP Camera

**MODEL CODE** | **TYPE** 
--- | --- 
LAN-IPCAM01 | Wired Network IP Camera 10/100 BaseTx Port (full range of accessories on page 26) 

**FEATURES**
- View live, full motion video using any web browser
- Built-in motion detection and recording software
- Instant event-triggered e-mail notification
- Supports up to 100 user simultaneously
- Transmits live images to any web page for online promotions
- 30 frames per second full motion video
- Resolution: 640x480, 320x240, 160x120. 10 levels of JPEG image compression. Powerful video compression: High 80:1, Low 3:1
- 1/3" CMOS lens
- 2 Year Warranty

--

Pan / Tilt Network IP Camera

**MODEL CODE** | **TYPE** 
--- | --- 
LAN-IC7000 | Night Vision PAN/Tilt IP Camera 

IC-7000 is an effective and easy-to-use IP Camera for remote monitoring. Built-in Web server allows you to use web browser through LAN or internet. The camera supports many network protocols such as PPPoE, DHCP, STATIC IP, DDNS, SMTP, FTP and NTP with high-performance SDRAM control and memory card access. IC-7000 is equipped with IR LED’s.

**FEATURES**
- Views real time video/audio via IE browser with max 640x480 screen
- Records the audio/video stream, "live" or on a predetermined schedule
- Supports Pan/Tilt with viewing angle +180—35 degrees (vertical) and +/- 175 degrees (horizontal)
- Supports 4x digital zoom
- Supports motion detection and snapshots the triggered event
- Built-in TV Out connector to view video through TV set
- Supports SD card to store snapshot image locally
- Supports virtual IP and port switch in IP DSALM
- 2 Year Warranty

--

High Speed Dome Indoor/Outdoor Network Camera

**MODEL CODE** | **TYPE** 
--- | --- 
LAN-IPCAM80 | High Speed Dome IP Camera 

**SPECIFICATIONS**
- Supported image resolutions: 720 x 576, 640 x 576, 720 x 288, 640 x 288, 352 x 288, 176 x 144
- 1/4" SONY Super HAD CCD sensor
- Total pixels: 410K, 811 (H) x 508 (V)
- Horizontal Resolution, more than 540 TV Lines
- Automatic white balance control
- Image control, Brightness, Contrast, Saturation, Hue
- Minimum illumination color: 0.7 Lux at 30IRE / 0.1 lux (DSS)
- Minimum illumination black and white: 0.1 lux (Day & Night Mode) / 0.0007 lux (DSS)
- Shutter speed: 1/120 - 1/60,000 sec.
- Focal length 3.3 - 99 mm
- Pan rotation angle: 360°
- Tilt rotation angle: -2º – 90º
- Angle of view: approx.58.17° (Wide), approx 2.2° (Zoom)
- Maximum Relative Aperture F1.6
- 2 Year Warranty