## PCI IDE ATA133 Raid Controller

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>AOC-ATA133R</td>
<td>2 x PATA Ports</td>
</tr>
</tbody>
</table>

### FEATURES
- Supports striped set, mirrored sets and mirrored-striped set
- Supports two independent ATA133 channels
- Supports up to four IDE/ATA devices
- Built in 80-Pin cable detect circuitry
- Supports external BIOS
- Supports bus master DMA at 133 MB/sec PCI burst rate
- Supports maximum IDE/ATA data transfer rate of 133 MB/sec
- Compatible with Microsoft IDE/ATA drivers for Windows NT4/2000/XP/Vista

## PCI Parallel & Serial ATA Raid Controller Card

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>AOC-SATA150V</td>
<td>1 x PATA Port, 2 x SATA Ports</td>
</tr>
</tbody>
</table>

### FEATURES
- Serial-ATA Interface
- Supports SATA 1.0 (High Speed Serialized AT Attachment, Revision 1.0)
- Completely software transparent with Parallel ATA.
- Supports Ultra DMA Mode transfers up to Mode 6 Timing (133Mbytes/sec)
- Supports 48-bit LBA (Large Disk), hard driver larger than 137 GB
- Supports up to 33/66 MHz PCI interface clock.

## PCI Express Parallel & SATA Controller Card

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>AOC-PE010</td>
<td>1 x PATA Port, 2 x SATA Ports</td>
</tr>
</tbody>
</table>

### FEATURES
- Fully compliant with one-lane 2.5Gb/s PCI Express specification
- Compliant with Serial ATA 1.0 specifications
- Serial ATA Generation 2 transfer rate of 3.0 Gbps
- Supports two independent Serial ATA and two independent PATA channels
- Hot plug for extend Serial ATA port
- Supports RAID 0, 1, 0+1, JBOD function
- Supports Serial ATA II Port-Multiplier specifications
- Interface: One-lane PCI Express

## PCI Express Parallel & SATA Controller Card

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>AOC-PE010</td>
<td>2 x PATA Ports, 1 x SATA Port, 1 x ESATA Port</td>
</tr>
</tbody>
</table>

### FEATURES
- PCI Express SATA Controller Card with one internal SATA
- One external sATA
- Supports RAID 0, 1, 0+1, JBOD function
- Supports: Windows 2000/XP/2003/Vista and Linux 2.4.x, 2.6.x

## ADD ON CARDS

### PCI Express Combo Card
- Single Port Parallel & Dual Port Serial
- Supplied with Low Profile & Standard Height Brackets
- Designed to meet PCI Express Base Specification Revisions 1.1
- Supports x1, x2, x4, x8, x16 (lane) PCI Express Bus connector key
- Supports Windows 2000/XP/2003/Vista