

NETWORK PATCH 


Category 6 Augmented shielded 10G 
patch leads conform to the ANSI/TIA-568.2 
specifi cation and are wired to the T568A 
pin-out specifi cation.


CAT6 AUGMENTED SHIELDED 10G 
PATCH LEAD - 500MHZ


FEATURES:
• Produced by an ISO9001 and ISO14001 


certifi ed manufacturer
• 26AWG
• 100% tested,  performance verifi ed by 


3P, UL Listed
• Available in 6 colours
• Covered by lifetime warranty
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PRODUCT CODES
LENGTH BEIGE BLACK BLUE RED YELLOW WHITE


0.3M PL-AUGS-PP PLK-AUGS-PP PLE-AUGS-PP PLR-AUGS-PP PLY-AUGS-PP PLW-AUGS-PP


0.5M PL-AUGS-0 PLK-AUGS-0 PLE-AUGS-0 PLR-AUGS-0 PLY-AUGS-0 PLW-AUGS-0


0.75M PL-AUGS-TQ PLK-AUGS-TQ PLE-AUGS-TQ PLR-AUGS-TQ PLY-AUGS-TQ PLW-AUGS-TQ


1M PL-AUGS-1 PLK-AUGS-1 PLE-AUGS-1 PLR-AUGS-1 PLY-AUGS-1 PLW-AUGS-1


1.5M PL-AUGS-1H PLK-AUGS-1H PLE-AUGS-1H PLR-AUGS-1H PLY-AUGS-1H PLW-AUGS-1H


2M PL-AUGS-2 PLK-AUGS-2 PLE-AUGS-2 PLR-AUGS-2 PLY-AUGS-2 PLW-AUGS-2


3M PL-AUGS-3 PLK-AUGS-3 PLE-AUGS-3 PLR-AUGS-3 PLY-AUGS-3 PLW-AUGS-3


5M PL-AUGS-5 PLK-AUGS-5 PLE-AUGS-5 PLR-AUGS-5 PLY-AUGS-5 PLW-AUGS-5


7.5M PL-AUGS-7H PLK-AUGS-7H PLE-AUGS-7H PLR-AUGS-7H PLY-AUGS-7H PLW-AUGS-7H


10M PL-AUGS-10 PLK-AUGS-10 PLE-AUGS-10 PLR-AUGS-10 PLY-AUGS-10 PLW-AUGS-10


15M PL-AUGS-15 PLK-AUGS-15 PLE-AUGS-15 PLR-AUGS-15 PLY-AUGS-15 PLW-AUGS-15


20M PL-AUGS-20 PLK-AUGS-20 PLE-AUGS-20 PLR-AUGS-20 PLY-AUGS-20 PLW-AUGS-20






