USB FAST ETHERNET PRINT SERVER
Single Port USB Multiprotocol

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>PS-PU100</td>
<td>Single USB Port</td>
</tr>
</tbody>
</table>

**FEATURES**
- USB 1.1 Compliant
- Supports DHCP Client
- 10/100Mbps auto-sensing
- Multi Network Protocol Support
- Supports Telnet and Web Management
- Supports Windows 9x/Me/NT/2000/XP, Novell(Bindery/NDS), Mac OS 8.6 or Higher, Unix/Linux
- Supports SNMP, HP Web JetAdmin
- Warranty 1 Year

**SPECIFICATIONS**
- Standards: IEEE 802.3 10Base-T Ethernet, IEEE 803.2u 100Base-TX Fast Ethernet, USB 1.1
- USB Port: USB 1.1 host controller
- LAN Port: 10/100Mbps RJ-45 connector
- Protocol Support: IPX, TCP/IP, NetBEUI, Apple Talk, LPR, SMB (Over IP)
- Management: Web, Telnet, PSAdmin
- Media Access Method: Ethernet CSMA/CD
- Firmware Upgrade: Web, TFTP, PSAdmin
- Power Supply: 5V 2A
- Operating Temperature: 0-50 °C
- Operating Humidity: 5-95 % (Noncondensing)
- Certification: CE / FCC Class A

---

USB FAST ETHERNET PRINT SERVER
2 USB + 1 Parallel Port Multiprotocol

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>PS-PU120</td>
<td>2 USB and 1 Parallel Port</td>
</tr>
</tbody>
</table>

**FEATURES**
- USB1.1 compliant ports
- USB ports supports 1.5/12Mbps data transmission rate and detects the model of the USB printer automatically
- One DB25 parallel port, supports bi-directional communication
- One 10/100Mbps N-Way UTP port, supports auto MDI/MDI-X
- Operating system supports Windows 9x/Me/2000/XP, Mac OS 8.1 or higher, Unix/Linux
- Management supports Telnet, Web browser and Windows-based application
- Firmware is upgradeable via TFTP, Web browser and Windows-based application
- Protocol supports TCP/IP, IPX, NetBEUI, Apple Talk, LPR and IPP
- Supports Windows and UNIX RFC 1179 (peer-to-peer) printing
- Supports SNMP, HP JetAdmin and Web JetAdmin
- Supports DHCP Client
- LED Indication for Power, Status, LAN, USB and Parallel
- Easy Configuration and Management
- Auto Power-On Self Test and Reset button
- Warranty 1 Year

**SPECIFICATIONS**
- Standards: IEEE 802.3 10Base-T, IEEE 802.3u 100Base-TX USB 1.1-Compliant
- Netware Support: Fully compatible with NetWare Bindery and NDS mode
- Windows Support: Implemented as Windows Print Monitor
- Windows Support: Implemented as Windows Print Monitor
- Supports RIP, Apple Talk, LPR/LPD printing
- Supports Web Management via browser
- Unix/Linux Support: Support RFC 1179 peer-to-peer printing
- Support RARP, BOOTP and DHCP Client
- Support UNIX LPR/LPD printing
- Macintosh Support: Mac OS 8.1 and higher Apple Talk printing
- Dimensions: 169(L) x 115(W) x 34.5(H) mm
- Power Adaptor: 5VDC 2.0A
- Operating Temperature: 0-50 °C
- Operating Humidity: 5-95 % (Noncondensing)
- Certification: CE / FCC Part 15 Class A