### Cat 6A 10G Shielded Patch Panels

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
<th>PORTS</th>
</tr>
</thead>
<tbody>
<tr>
<td>PP-C6AUGS-24</td>
<td>Dual Type IDC</td>
<td>24</td>
</tr>
</tbody>
</table>

Electrical performance complies with the Category 6 requirements of ANSI/TIA-568-B.2-1, the Category 6A requirements of TIA/EIA-568-B.2-10, 3rd Edition IEC 61935-1 (draft/217A/CDV) and 10 Gigabit Ethernet requirements of IEEE 802.3an and proposed ANSI/TIA-568B.2-10 Category 6A up to 500 MHz.

**Features**
- Compatible with standard 19" racks, cabinets or wall mount brackets
- Supports 10GBASE-T (IEEE 802.3an) on 100 meter channels
- Comply with CISPR/FCC Class A
- Flame Retardant Rating: UL 94V-0
- RoHS Compliant
- Colour Black

### Cat 6A 10G Shielded Jack

<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
<th>COLOUR</th>
</tr>
</thead>
<tbody>
<tr>
<td>FP-C6AUGS-01</td>
<td>Dual IDC 180°</td>
<td>White</td>
</tr>
</tbody>
</table>

**Features**
- Performance conforms to 10 Gigabit Ethernet requirements of IEEE 802.3an, and TIA/EIA TSB155 (draft) Category 6ASpecifications, and Class EA channel requirements of ISO/IEC 11801 2nd edition and CENELEC EN50173, the Category 6A channel requirements of TIA/EIA-568-B.2-10
- Offers a total solution for your 10G Category 6A Network Cabling System
- Terminate using 110 or Krone type punch down tools
- IDC connector can accept 22-26 AWG solid and stranded cables

**Approvals**
- 3P Certified Category 6A screened two connector permanent link and channel testing performance requirement
- UL/cUL Listed