SCSN-011
Serial to Ethernet Converter

Specifications

<table>
<thead>
<tr>
<th>Feature</th>
<th>Details</th>
</tr>
</thead>
<tbody>
<tr>
<td>CPU</td>
<td>AX11015, 100MHZ</td>
</tr>
<tr>
<td>RAM</td>
<td>32K Bytes SRAM</td>
</tr>
<tr>
<td>ROM</td>
<td>512K Bytes</td>
</tr>
<tr>
<td>Power</td>
<td>DC 5V</td>
</tr>
<tr>
<td>LED</td>
<td>2</td>
</tr>
<tr>
<td>Operating Temp</td>
<td>5~40°C</td>
</tr>
<tr>
<td>Storage Temp</td>
<td>-20°C~60°C</td>
</tr>
<tr>
<td>H x W x D (mm)</td>
<td>21.6 x 90 x 86.4</td>
</tr>
</tbody>
</table>

Serial Port

- Speed: 1200bps~230kbps
- RS-232 Pins: Rx, Tx, GND, RTS, CTS, DTR, DSR
- RS-422 Pins: Rx+, Rx-, Tx+, Tx-
- RS-485 Pins: Data+, Data-
- Parity: None, Odd, Even
- Data Bit: 5, 6, 7, 8
- Stop Bit: 1, 1.5, 2
- Digital I/O Port: 8

Network

- LAN Speed: 10M/100M
- LAN Pins: RJ45
- Security: Setup Password
- OS Support: Windows, Sun, UNIX, LINUX

Features

- External Serial to Ethernet solution
- Built-in webpage for easy configuration and operation
- Supports 10/100 Mbps Ethernet
- Supports RS-232, RS-422 and RS-485 serial interface
- Supports LAN and WAN communications
- In Server mode supports individual client sessions for security
- Management access password protected

Connection Pattern

- Win 95
- Win 98
- Win 2000
- Win XP
- Win NT
- Vista
- Sun
- UNIX
- LINUX

- Internet or Intranet
- DC 5V
- POS
- Barcode Printer
- Card Reader
- CNC
- Power Switch
- CNC
- Fire Alarm
- RS-232 connection
- RS-422 / RS-485 connection

www.rextron.com