<table>
<thead>
<tr>
<th>MODEL CODE</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>SW3124RE+</td>
<td>24 10/100 Ports, 2 Expansion Slots Smart Fast Ethernet Switch</td>
</tr>
<tr>
<td>SW320U</td>
<td>100Mbps UTP Module</td>
</tr>
<tr>
<td>SW320ST</td>
<td>1-Port 100BaseFX (ST) Multi Mode Module</td>
</tr>
<tr>
<td>SW320SC</td>
<td>1-Port 100BaseFX (SC) Multi Mode Module</td>
</tr>
<tr>
<td>SW320SCS</td>
<td>1-Port 100BaseFX (SC) Single Mode Module</td>
</tr>
</tbody>
</table>

**FEATURES**

- Supports Full-Wire Speed and Flow Control
- Supports Auto-MDI/MDI-X
- Supports VLAN
- Supports Trunking
- Supports Quality of Service (QoS)

**SPECIFICATIONS**

- Fast Ethernet Ports: 16 x 10/100Mbps (SW3116RE+)
- 24 x 10/100Mbps (SW3124RE+)
- Expansion Slot: 2 x 100Mbps Fibre-SC/ST multi-mode
- Console Port: 1 x DB9 Female
- MAC Address Table: 14K
- Buffer Memory: 512 Kb
- Standard 19" Rackmountable
- Dimensions: 45 (H) x 445 (W) x 170 (D) mm
- Power Supply: Internal 100-240VAC, 50–60Hz
- Operating Temperature: 10-55 °C
- Operating Humidity: 0-90% (Noncondensing)
- Certification: FCC Class B, CE Mark, C-Tick