**EXTENDERS / EXTENSION CABLES / CONVERTER CABLES**

### USB 2.0 Cat5e/6 Extender

**MODEL CODE** | **TYPE**  
---|---
NEW USB-EXT05 | USB 2.0 Cat5e/6 Extender

**FEATURES**
- USB 1.1/2.0 compliant
- Uses CAT5e or CAT6 cable
- Plug and play
- Operates USB 2.0 peripherals up to 100m

### USB 1.1 Cat5e Extender

**MODEL CODE** | **TYPE**  
---|---
USB-EXT03 | USB 1.1 Cat5e Extender

**FEATURES**
- USB 1.1/2.0 compliant
- Embedded USB transceivers at both ends to prevent signal loss
- Operates USB 1.1 peripherals up to 40m
- Consists of a master unit and a remote unit
- No additional drivers required

### USB 2.0 4 Port 10M Active Extension Cable

**MODEL CODE** | **LENGTH**  
---|---
NEW UH-U24P10 | 5M

**FEATURES**
- Compliant with USB 2.0 Hi-Speed (480Mbps)
- 4 port USB hub
- 10M active extension cable
- Plug and play
- No external power required

### USB 2.0 Active Extension Cable

**MODEL CODE** | **LENGTH**  
---|---
BF-3001Y | 5M
BF-3010Y | 10M
NEW BF-3020Y | 20M

**FEATURES**
- USB 2.0 specification compliant
- Data transfer distance up to 100M
- Supports PC & Mac
- No external power required
- Plug and play

### USB to Serial DB9 RS-232

**MODEL CODE** | **TYPE** | **LENGTH**  
---|---|---
BF-810Y | DB9 Male | 1.5M
BF-820Y | 2x DB9 Male | 1.5M

**FEATURES**
- Supports remote wake-up and power management
- Smart USB to RS-232 (DB 9-pin male serial port) interface
- Supports serial modems, PDAs, cell phones, digital cameras, card readers
- Supports RS-232 serial interface
- No IRQ resource required
- No separate power supply or battery required
- Plug and play
- Supports Windows 98/Me/2000/XP/Server 2003 and Vista/7

### USB to Serial DB9 RS-232

**MODEL CODE** | **TYPE** | **LENGTH**  
---|---|---
BF-810 | DB9 Male | 2M

**FEATURES**
- USB 1.1 compliant
- USB Full-Speed (12Mbps)
- Bus powered
- True bi-directional
- Supports RS-232 serial interface
- Supports remote wake up and power management
- Supports Windows 2000/XP/Vista/7/Mac OS 8.6 or above