<table>
<thead>
<tr>
<th><strong>Model</strong></th>
<th>UNO (XAM14)</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Dimension</strong></td>
<td>60.0mm x 47.5mm</td>
</tr>
<tr>
<td><strong>Net Weight</strong></td>
<td>112g</td>
</tr>
<tr>
<td><strong>Speaker</strong></td>
<td>Magnetically Shielded 40mm (3.6Ω)</td>
</tr>
<tr>
<td><strong>Loudspeaker Output</strong></td>
<td>2.5W</td>
</tr>
<tr>
<td><strong>Frequency Response</strong></td>
<td>150 Hz – 20 Khz</td>
</tr>
<tr>
<td><strong>Signal-to-Noise</strong></td>
<td>≥82db</td>
</tr>
<tr>
<td><strong>Distortion</strong></td>
<td>≤1.0%</td>
</tr>
<tr>
<td><strong>Playback Time</strong></td>
<td>From 8 to 20 Hours</td>
</tr>
<tr>
<td><strong>Battery Voltage/capacity</strong></td>
<td>500mah</td>
</tr>
<tr>
<td><strong>Battery Charging Voltage</strong></td>
<td>5v</td>
</tr>
<tr>
<td><strong>Battery Charge Time</strong></td>
<td>Minimum of 2.5 Hours</td>
</tr>
</tbody>
</table>